BBI products and services offered exclusively through distribution © Brighton-Best International, Inc.

1-800-275-0050
www.brighton BEST.com

USA • Atlanta, GA • Boston, MA • Charlotte, NC • Chicago, IL • Cleveland, OH • Dallas, TX • Denver, CO • Detroit, MI • Houston, TX • Logan Township, NJ • Los Angeles, CA • Miami, FL • Nashville, TN • Salt Lake City, UT • Portland, OR • Rogers, MN • Sayreville, NJ • Seattle, WA • St. Louis, MO • Tampa, FL • CANADA • Montreal, QC • Toronto, ONT • Vancouver, BC • AUSTRALIA • Brisbane, QLD • Melbourne, VIC • Perth, WA • Sydney, NSW • NEW ZEALAND • Auckland UK • Cradley Heath, WMD TAIWAN • Taiwan

BBI Preferred Drywall Screws
“Preferred by professionals”

GET THE JOB DONE FAST

• Coarse and Fine Thread- 3/4” thru 6” Lengths
• Manufactured and Tested to Demanding Standards
• Manufactured by ISO 9001/TS16949 Certified Taiwan Factory
• Tighter Tolerance Phillips Drive for Superior Installation (2 Bits Included)
• Color Coded Packaging with Bilingual Labeling

• FASTER DRILL TIMES
• REDUCED WOBBLE
• TIGHTER DRIVE ENGAGEMENT

All BBI Preferred® screws have tighter tolerances.

Bugle Head Phillips - Coarse & Fine Thread

FACTORY DRILL TEST REPORT

Test Standards
Axial Load 13.6 Kg
RPM 2500 Rpm
Steel Plate Thickness 0.8 mm
Acceptable Drill Time 2.5 sec.

PROFERRED AVERAGE 0.7 SEC.
INDUSTRY ACCEPTED STANDARD 2.5 SEC.

<table>
<thead>
<tr>
<th>Description</th>
<th>Specification</th>
<th>Lot No.</th>
<th>Test Date</th>
<th>Point Type</th>
<th>Hardened</th>
<th>Finish</th>
<th>Test Standards</th>
</tr>
</thead>
<tbody>
<tr>
<td>#2 Phil Bugle Head Coarse</td>
<td># 6 X 1-1/4</td>
<td>6IT003</td>
<td>2016/02/02</td>
<td>Sharp Point</td>
<td>Yes</td>
<td>Phosphate - Dry to Touch (48 Hr. SST)</td>
<td>Axial Load 13.6 Kg</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>RPM 2500 Rpm</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>Steel Plate Thickness 0.8 mm</td>
</tr>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td>Acceptable Drill Time 2.5 sec.</td>
</tr>
</tbody>
</table>

MIN) 0.49 sec. (MAX) 1.12 sec. (AVG) 0.70 sec.

TOOL INNOVATION AWARDS WINNER

Bugle Head Phillips - Coarse & Fine Thread
U.S. ANCHOR PRODUCTS are manufactured to the highest standards for construction and industrial applications. Our flagship ULTRAWEDGE™+ is manufactured from 1035 cold rolled steel.

It earned the coveted ICC-ES approval (ERS #3981) for cracked and un-cracked concrete and approved by the Canadian National Code (ELC #3981). The Ultrawedge™+ anchor is approved by Miami-Dade County, Florida Building Code, Los Angeles Building and Residential Codes and California Building and Residential Codes.

The U.S. ANCHOR LINE includes a full line of light/medium and heavy duty selections. This broad offering is backed up by a strong inventory commitment via 20+ national warehouses and a trained inside and outside salesforce. Additional testing of our products is ongoing with our in-house QC department as well as bi-annual ICC-ES supervised audits at our Ultrawedge™+ factory.
THE ALL NEW TOUCHSCREEN COMMAND SERIES.
DEMAND THE BEST. DEMAND IRONCLAD.

20 YEARS
OF GROUND-BREAKING GLOVE INNOVATION
LEARN MORE AT: IRONCLAD.com

TAKE COMMAND™
INTRODUCING 18 NEW TOUCHSCREEN WORK GLOVES

UTILITY HI-VIZ GRIP LEATHER COLD
Headed Concrete Anchors
- Diameters of 3/8” through 5/8”
- Lengths from 2” up to 10”

Shear Connectors
- Diameters of 3/4” and 1”
- Lengths from 3” up to 8”

Ceramic Ferrules
- Heavy Duty and Flat
- Inside and Outside Angles
- Vertical
- Thru Deck

Hex Weld Nuts
- High and Low Pilot Height
- 3 and 6 Projections
- Inch and Metric Sizes

Spot Weld Nuts
- Tab and Projections
- Six different variations
- Inch and Metric Sizes

Retainer Weld Nuts
- Nut Floats inside retainer
- Retainer is welded
- Inch Sizes only

Low Carbon Steel, ASTM A29/A108
- Plain Finish Only
- Material Certs and Welding Certificates available per request
- Other sizes and Deformed Bar Anchors available per request

Low carbon steel, C1010
- Stocking in plain finish. Other finishes available per request
- Material certs, C of C’s, and PPAP’s available per request
- Other sizes and styles available per request
QUALITY IMPORT - TAIWAN
- Socket Sets & Accessories
- Combo Wrenches
- Flex Ratcheting Wrenches
- Adjustable Wrenches
- Aviation/Metal Snips
- Pliers
- Screwdrivers
- Screwdriver Bits
- Hex Keys

DOMESTIC - USA
- Socket Sets & Accessories
- Combo Wrenches
- Hand & Tool Wipes

QUALITY IMPORT - TAIWAN
- Staplers, Tackers & Staples
- Rivet Tools
- Hammers
- Tape Measures
- Utility Knives
- High Speed Drill Bits

DOMESTIC - USA
- Socket Sets & Accessories
- Combo Wrenches
- Hand & Tool Wipes

SAFETY PRODUCTS
- Nitrile Gloves
- Industrial Gloves
- Safety Glasses
- Reflective Vests
- Ear Protection

SAFETY PRODUCTS
- Dust Masks
- Knee Pads
- Tapes
- Flashlights
Choice of 5 different styles

Family W78
- Steel Large Flange Knurled Body Rivet Nut Zinc Yel. CR+3
- Available in Metric and Inch

Family W80
- Steel Small Flange Knurled Body Rivet Nut Zinc Yel. CR+3
- Available in Metric and Inch

Family W77
- Steel Small Flange Smooth Body Rivet Nut Zinc CR+3
- Available in Metric and Inch

Family W79
- Aluminum Large Flange Knurled Body Rivet Nut
- Available in inch

Family W81
- Aluminum Small Flange Knurled Body Rivet Nut
- Available in Inch

Did you know most rivet nuts setting tools use an Alloy Socket Head Cap Screw?
Buy from our large selection to fit your customers needs in both metric and inch standards.