
Bring Us Your Skilled Stucco or Drywall Finishers 
and We’ll Help You Open a New Revenue Stream

LIME + POZZOLAN THIN-COAT INTERIOR PLASTER FINISHES

www.limestrongartisan.com



DEVELOPED FOR INTERIOR applications, 
LimeStrong ArtisanTM is applied in two thin coats 
over drywall for high-end Venetian-style wall 
finish that is both unique and visually engaging. 
The rich depth, natural character, and crafted-vibe 
aesthetic of a lime plaster wall is eagerly embraced 
by discriminating designers, architects, and home 
and commercial property owners—provided they 
have access to skilled applicators.

TRAINING. We provide complete applicator training. 
Those with hawk and trowel or pan and knife skills 
are ideal students for our master instructors. 
LimeStrong-trained applicators also receive a 15% 
discount on direct-order product.

PERFORMANCE. Lime plasters have provided strong, 
beautifully enduring wall and ceiling finishes for 
millennia. Made from the same natural materials, 
LimeStrong products, including our straight-
forward color system, are formulated and packaged 
to be consistently predictable to mix and apply.

FORMULATION. Our LimeStrong Artisan grades 
were meticulously formulated by a lime plaster 
expert and are true lime plasters—ultra-fine, 
double-hydrated heartland lime performance-
enhanced with the purest, brightest commercial 
pumice pozzolan available.

SIMPLE BATCH MIXING. LimeStrong Artisan grades 
and color pigments are packaged for simple and 
consistent mixing, batch after batch. Each grade 
is packaged to make a complete five-gallon 
bucket-sized batch of ready-to-apply plaster. 

COLOR SYSTEM. LimeStrong offers a color system 
consisting of eight dry-pigment base colors and 
a formulation guide that allows artisan applicators 
to mix a wide pallet of rich, deep-to-subtle colors 
based on percentages and combinations of the 
foundation colors.

SOURCING. LimeStrong plaster products are 
available for direct order from our website or from 
stocking distributors—from one bag to a full pallet 
of our single-batch bags.

L I M E S T R O N G  P L A S T E R S  A R E  A  P R O D U C T  O F  H E S S  P U M I C E ,  I D A H O  U S A



LIMESTRONG IS TYPICALLY 
applied to drywall that has been 
finished to a level of 3 or 4, then 
primed with a quality primer 
gaged with Dimension GritTM or 
similar. A previously painted, 
lightly or untextured surface can 
also be plastered. Scraping or 
sanding is necessary to remove 
heavy surface textures. 

 The plaster is applied with a 
hawk and trowel, in two thin 
coats (1/32 to 1/8 inch per coat, 
depending on grade). An olive oil 
soap finish is recommended to 
protect against stains, make 
cleaning easier, and to further 

enhance the depth and unique 
beauty of the plaster surface.

Application should be done by 
someone with the proper skill-set 
to both meet product performance 
specifications and to achieve the 
aesthetic beauty lime plasters are 
known for. Those with stucco 
application and/or drywall finish-
ing experience typically have little 
problem learning the additional 
application techniques needed to 
successfully apply LimeStrong.







P O Z Z O L A N I C  L I M E  P L A S T E R

CHOOSE for BEAUTY
There is nothing plastic and 
industrial-looking about a 

LimeStrong Build finish. In the 
hands of a skilled applicator, 

the finish can be glass smooth 
(interior), old-world rough or 

one of any number of 
troweled-in textures.

CHOOSE for PERFORMANCE
Pozzolan-lime plaster owes 
its long history of use and 

functional longevity to several 
factors: breathability, flexibility, 
autogenous healing, strength, 
unique beauty, and durability.

CHOOSE for APPLICATION EASE
LimeStrong cures as it dries, 

from the outside in. The reaction 
with the carbon dioxide in the 

atmosphere transforms the 
hydrated lime back into 

limestone, while the pumice 
pozzolan ignites a cementitious 
reaction that forms a concrete 

binder that amplifies the 
durability, density, and strength 

of the cured plaster. Unlike 
synthetic stuccos and Portland 

cement-based plasters and 
mortars, the curing process 
is not a hot, hard-charging 

chemical reaction that leaves 
little time for working or 

fixing mistakes.

LimeStrong Build™ is real-deal 
Old World lime plaster. No 

Portland cement. No synthetic 
polymers. Applied inside or out, 
a high-performance LimeStrong 

finish is breathable, flexible, 
unique, and beautifully endur-
ing. Our two LimeStrong Build 

grades meet the needs of 
uncommon new construction 
projects as well as authentic 

restorations and renovations to 
historical homes and buildings. 
LimeStrong is also an ideal fit to 

finish alternative building 
materials like straw bale, 
pumice-crete, and adobe.

www.limestrongbuild.com


